






INDUCTION MOTOR

6W

RATED TORQUE OF GEARHEAD

□60mm TERMINAL BOX TYPE
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MOTOR MOTOR

CW CCW

CW CCW

EARTH EARTH

MOTOR MOTOR
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INDUCTION MOTOR

15W
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RATED TORQUE OF GEARHEAD

□70mm LEAD WIRE TYPE
TERMINAL BOX TYPE
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KEY SPEC

DIMENSIONS

GEARHEAD

CONNECTION DIAGRAMS
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MOTOR MOTOR
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MOTOR MOTOR
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INDUCTION MOTOR

25W

SPECIFICATIONS

RATED TORQUE OF GEARHEAD

□80mm LEAD WIRE TYPE
TERMINAL BOX TYPE

3 phase motor for over 380voltage can't be used with inverter. Motor winding insulation can be damaged.
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INDUCTION MOTOR

40W

SPECIFICATIONS

RATED TORQUE OF GEARHEAD
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3 phase motor for over 380voltage can't be used with inverter. Motor winding insulation can be damaged.

□90mm LEAD WIRE TYPE
TERMINAL BOX TYPE
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KEY SPEC

DIMENSIONS

GEARHEAD

GEARHEAD

K9G□B(C)

DECIMAL GEARHEAD
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K9IG40N□  +  K9G□B(C)

K9IG40N□-T  +  K9G□B(C)

K9IG40N□-T5  +  K9G□B(C)

B-17



INDUCTION MOTOR

60W

SPECIFICATIONS

RATED TORQUE OF GEARHEAD

□90mm LEAD WIRE TYPE
TERMINAL BOX TYPE

3 phase motor for over 380voltage can't be used with inverter. Motor winding insulation can be damaged.
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KEY SPEC

DIMENSIONS

GEARHEAD

GEARHEAD

DECIMAL GEARHEAD
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INDUCTION MOTOR

90W

SPECIFICATIONS

RATED TORQUE OF GEARHEAD

□90mm LEAD WIRE TYPE
TERMINAL BOX TYPE

 3 phase motor for over 380voltage can't be used with inverter. Motor winding insulation can be damaged.
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GEARHEAD
CONNECTION DIAGRAMS
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INDUCTION MOTOR

120W

SPECIFICATIONS

RATED TORQUE OF GEARHEAD
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● 50Hz
Model Speed(rpm) 500 416 300 250 200 166 150 120 100 83 75 60 50 41 37 30 25 20 16 15 12.5 10 8.3 7.5
Motor/

Gearhead Ratio 3 3.6 5 6 7.5 9 10 12.5 15 18 20 25 30 36 40 50 60 75 90 100 120 150 180 200

K9I□120F□(-T, -T5)
K9P□B, BF

2.19 2.62 3.65 4.37 5.47 6.56 7.29 8.20 9.84 11.81 13.12 14.76 17.7 20 20 20 20 20 20 20 20 20 20 20

21.9 26.2 36.5 43.7 54.7 65.6 72.9 82.0 98.4 118.1 131.2 147.6 177 200 200 200 200 200 200 200 200 200 200 200

● 60Hz
Model Speed(rpm) 600 500 360 300 240 200 180 144 120 100 90 72 60 50 45 36 30 24 20 18 15 12 10 9
Motor/

Gearhead Ratio 3 3.6 5 6 7.5 9 10 12.5 15 18 20 25 30 36 40 50 60 75 90 100 120 150 180 200

K9I□120F□(-T, -T5)
K9P□B, BF

1.79 2.14 2.98 3.57 4.47 5.36 5.95 6.70 8.04 9.64 10.72 12.06 14.5 17.4 19.3 20 20 20 20 20 20 20 20 20

17.9 21.4 29.8 35.7 44.7 53.6 59.5 67.0 80.4 96.4 107.2 120.6 145 174 193 200 200 200 200 200 200 200 200 200

□90mm LEAD WIRE TYPE
TERMINAL BOX TYPE



DIMENSIONS

GEARHEAD
RATED TORQUE OF GEARHEAD
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※ 50Hz motor is “C50" added to model number.
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KEY SPEC

DIMENSIONS

GEARHEAD

DECIMAL GEARHEAD

GEARHEAD
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INDUCTION MOTOR

150W

Model
Voltage

(V)
Frequency

(Hz)
Current

(A)
Start T.

(N·m/kgf cm)·
Rated T.

(N·m/kgf·cm)
Speed
(rpm)

Condenser
(㎌)

SPECIFICATIONS

RATED TORQUE OF GEARHEAD

K9I□150FT(-T, -T5) 200

220

230

380

400

415

440

50

60

50

60

50

60

50

60

50

60

50

60

50

60

K9I□150FH(-T, -T5)

K9I□150FM(-T, -T5)

K9I□150FV(-T, -T5)

K9I□150FQ(-T, -T5)

K9I□150FZ(-T, -T5)

1.2

0.95

0.99

0.97

1.1

1.02

0.57

0.6

0.57

0.42

0.53

0.44

3.5/35

2.65/26.5

2.95/29.5

2.5/25

3/30

2.7/27

3/30

2.25/22.5

3.5/35

2.5/25

3.15/31.5

2.35/23.5

3.3/33

2.6/26

1.13/11.3

0.915/9.15

1.13/11.3

0.915/9.15

1.13/11.3

0.915/9.15

1.13/11.3

0.915/9.15

1.13/11.3

0.915/9.15

1.13/11.3

0.915/9.15

1.085/10.85

0.915/9.15

1300

1600

1300

1600

1300

1600

1300

1600

1300

1600

1300

1600

1350

1600

-

-

-

-

-

-

-
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3 phase motor for over 380voltage can't be used with inverter. Motor winding insulation can be damaged.
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※ 50Hz motor is “C50" added to model number.
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INDUCTION MOTOR

180W

Model
Voltage

(V)
Frequency

(Hz)
Current

(A)
Start T.

(N·m/kgf cm)·
Rated T.

(N·m/kgf·cm)
Speed
(rpm)

Condenser
(㎌)

SPECIFICATIONS

RATED TORQUE OF GEARHEAD
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DIMENSIONS

GEARHEAD

MOTOR

DECIMAL GEARHEAD

K9IP180F□-T5 + K9P BUF□

K9IP180F□-T5 + K9P BU□



INDUCTION MOTOR

200W

Model
Voltage

(V)
Frequency

(Hz)
Current

(A)
Start T.

(N·m/kgf cm)·
Rated T.

(N·m/kgf·cm)
Speed
(rpm)

Condenser
(㎌)

SPECIFICATIONS

RATED TORQUE OF GEARHEAD

IN
D
U
C
T
IO

N
 M

O
T
O

R
3 phase motor for over 380voltage can't be used with inverter. Motor winding insulation can be damaged.
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